BETWEEN DOG AND WOLF

Illustrations to the novel

Based on the novel by Sasha Sokolov

Production of Formalny Theatre

Director Andrey Moguchy

TECHNICAL RIDER

Please note, that the technical rider is the subject of possible changes due to particular specifications of the venue. All changes must to be agreed and signed as the part of the contract.
1.  
Stage
2.           The set
3.  
Light

4.  
Sound

5.  
Video

6.  
Translation

7.  
Personnel and schedule
8.  
Accommodation
	Position we need for our performance.
	Please, mark your comments in this field. 


1. STAGE
· Parameters of the venue:

	1.1 Opening of the stage:

between the side portals – 16m,

height – 8m. 
	

	1.2 Height to maximal position of flying bars – not less then 2 height of the stage
	

	1.3 Depth – 17m.
	

	1.4 Width – 20-22m.
	


· Possibility to use the fire curtain.
	1.5 If the Theatre has no fire curtain – black curtain (vertical lifting).
	

	1.5.1. Proscenium in front of fire curtain must be at least 1.2m
	


· Hanging points
	1.6 Possibility to fix the 2 rope to the bridge or roof for an actor to climb and hang on it. (HP1, HP2 – see Stage plan)
	

	1.7 Possibility to fix the ladder to the bridge or roof for actor to climb it. (HP3 – see Stage plan)
	

	1.8 We need to hang also the bell and pictures to the bar or bridge/roof (HP4, HP5)
	


· Stage floor
	1.9 Black, lusterless, smooth, not slippery
	

	1.10 Possibility to hammer nails in the floor of  proscenium
	


· Fire 

	1.11 We use candles, cigarettes, circular saw (sparks).
	


· Flying bars

	1.12 From stage portal at a depth of 10m we use 19 flying bars
	

	1.13 At the back stage we use 5 bars.
	

	1.14 Synchro lifting of 3 bars (set 3m far from each other), connected to each other with bridges/ podiums
	

	1.15 Possibility to set-up bridges/podiums on flying bars and fix the height  of lifting at 2.5m. Possible load on the screens should be at least 500 kg (6 actors )
	


· Black baby grand piano

	1.16 We need to have on the stage this piano on wheels not to play on it.
	


· White background
	1.17 The background (whole backspace of the stage that can be seen)  must be covered with the white curtain or screen– for the video projection. 
	


· Equipment for set up and outgoing props
	1.18 Synthetic snow – 1 sack/1 show
	

	1.19 Cabbage – 3 pieces/1 show
	

	1.20 Black glue tape - 5 rolls
	

	1.21 Transparent glue tape - 5rolls/1 show
	

	1.22 Dance floor glue tape – 2 rolls
	

	1.23 Hazer liquid – 2l/1 show
	

	1.24 Cable-ties (or fixing belts) 600mm long – 70 pieces
	

	1.25 Metal-working circular saw
	

	1.26 Electric  screwdrivers  - 2 pieces
	

	1.27 3mm rope: 150m
	

	1.28 6mm rope: 100m
	

	1.29 Bolts with vipers (60x6) – 30 pieces
	

	1.30 Srews (3,2x60) – 30 pieces
	

	1.31 Hammers – 4 pieces
	

	1.32 Walkietalkie to run the show – 5 pieces
	


· The set and decoration

 1.41. part of the decoration set is provided by organizers (refer to chapter 2) 
 1.42. original decorations must be sent by cargo:1500 kg , 20Ft container 
The set and it’s logistics is a subject for a discussion for every particular tour. 

2. THE SET 

This part of the decoration set is provided by organizers
	item
	size ( mm)
	quant.
	pic

	1. wooden ladder 1

hooks and  pins  as shown on the picture
	40x60

height=2500

stairs step 400

base width 700

upper width 400
	1
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	2. wooden ladders 2

the same as the upper one except pins


	height=2500

width


	4
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	3. metal ladder

though is a ladder by construction it’s rather stairs (broad and easy to walk down)


	stair width 250

stair step 200

height= 2000

width= 800


	1
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	4. wooden screen 

plain screens of 32mm -woods


	2000 x 1000


	7
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	5. wooden screen 
same as above


	1000 x 1000


	3


	

	6. timber 40x60x3000


	40x60x3000

	40


	

	7. timber 30x40x1500

	30x40x1500

	3


	

	8. metal pipe, 

	d=30, l=3m
 
	1


	

	9. pallet 
1- inch – woods


	1000x1000

	2
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	10. black baby grand piano


	
	
	We need to have on the stage this piano on wheels .

The instrument is used as a piece of decoration i.e.not to play on it but walking on it.


	11. double-decked stand (slab) 

	800x1500


	4
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	12. triple-decked stand (slab)

	1500x1200


	4


	[image: image10.jpg]




	13. stump 

	d=400, h=500*

	2
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	14. metal pipes


	d=60, l =3m*

	4


	

	15. metal pipes 


	d=60, l=6m


	9


	

	16. MDF (fibreboard) of  black color

	2400x1200


	3


	

	17. tree trunks with branches, 

	d=150, h=5 m*

	6


	

	18. dry tree trunk 
	d=150, l=4m*
	1
	

	19. fasteners (to fasten pipes to the flybars)


	d1=60 ( metal pipes), d2=d (flybar)

	36


	

	20. bench 

	width=300,

h=500, l=3m

	1
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	21. small wooden barrel
	d=300, h=500*
	1
	

	22. pipe 
	d20-40, l=1000
	2
	

	23. hunting rifle (fake props)
	ordinary rifle size
	5
	

	24. stand holder for the video projector

subject for the discussion within the whole video set up 
	height=2000*
	1
	


* - sizes are approximate and are the subject for the disscussion upon the possibilities to find but it’s useful to leave the bigger length and heigth to be able to adjust

3. LIGHT

	3.1 PAR 64 (CP61) – 70 pieces
	

	3.2 PAR 64 (CP62) – 18 pieces
	

	3.3 PC 1200 (PC1000) – 30 pieces 
	

	3.4 Profile-2000 (50°) – 29 pieces (can be replaced with PC2000)
	

	3.5 Profile-1000 (36°, 50°) – 20 pieces 
	

	3.6 PAR 36 – 8 pieces 
	

	3.7 Flood-1000 – 3 pieces 
	

	3.8 Fresnel 5kw – 3 pieces 
	

	3.9 Mixing consol – Foton, Compulite Spark.
	

	3.10 HAZER maschine – 1500wt – 2 pieces.
	

	3.11 Filters – Lee №№ 068, 106, 117, 120, 105, 174, 202
	


· Console must be set in audience area. The exact location should be agreed before start the ticket sale.
4. SOUND

	4.1 Mixing consol - 32х8х2 (~Mackie)
	

	4.2 Monitor phones
	

	4.3 Light to consol, MD and CD player
	

	4.4 Two-channel effect-processor (reverb-delay Ltxicon MPX-110) or two separate devices (~Yamaha, Alesis)
	

	4.5 Two-channel graphic equalizer (~Alesis DEQ-203)
	

	4.6 Maximaiser (~BBE Maximizer)
	

	4.7 MD-players (~Sony) – 5 pieces
	

	4.8 CD-player (~Tascam) – 1 piece
	


· Acoustics
	4.9 Back stereo pair (stage) – 2x2000Wt (satellite 2x500ВWt, sub – 2x1500Wt), active
	

	4.10 Sound stage portals – 2x3000Wt (satellite 2x1000ВWt, sub – 2x2000Wt), active
	

	4.11 Back stereo pair (auditorium) - 2х1000Вт – satellites on holders, subs.
	

	4.12 Monitor system (stage)- 4х500Wt, active.
	


· Microphones 

	4.13 Condenser stereo boundary microphones (Audio Technica AT849 or similiar) 5 pieces, must be fixed on the floor and on the scenery at the 1st and 2nd level (on the bridges/boards).
	

	4.14 Condenser directional (Sennheiser ME66) – 8 pieces, must be hanged in grate 3-4m above the stage.
	

	4.15 Dynamic microphone (Shure) – 2 pieces, must be fixed under the stage.
	

	4.16 Head radio microphone DPA (ShureWSM16, Sennheiser ME3) – 3 pieces.
	

	4.17 Hand radio microphone – 1 piece
	


· It is impossible to have bad radio reception zones.

· Microphones, which are fixed on flying bars, are lifting up and down together with bars, so the cords of microphones must be as long, as the height of lifting.
· Console must be set in audience area (but not under the balcony). The exact location should be agreed before the ticket sale starts.
5. VIDEO
	5.1 Video projector 10.000 ansi – 1 + object-glass kit to match the most suitable according to the venue.
	

	5.2 Video projector 4.600 ansi – 1 + object-glass kit to match the most suitable according to the venue.
	

	5.3 Video mixing  console – 1
	

	5.4 Video switcher – 2
	

	5.5 DVD – 2 
	

	5.6 PC(1:394port, memory 512 Mb min) – 1
	

	5.7 monitor – 1
	

	5.8 commutation cords long enough
	

	5.9 For projector 4.600Ansi we need the scaffold to hang it on the flying bar (see list of set to build)
	


· Console must be set in audience area. The exact location should be agreed before start the ticket sale.
6. PERSONNEL AND SCHEDULE 

· Set-up time

	6.0  24 hours in total 

	


· Persons to set-up:

	6.1. Translator  -1 
	

	6.2. Unload and load the set 6 - persons
	

	6.3 Stage – 4 persons
	

	6.4 Light – 4 persons
	

	6.5 Sound – 3 persons
	

	6.6 Video – 2 persons
	


· Persons to run the show:

	6.7. Translator during the performance on stage. 
	

	6.8 Stage – 3 persons (able to work with flying bars)
	

	6.9 Light – 1 pers.
	

	6.10 Sound – sound producer of the venue
	

	6.11 Video – 1 pers.
	


Full rehearsal before the first show

	6.12 Min 6 hours, with all the technical (light, sound, video, sound, stage) stuff, involved in the performance. Time of the rehersal is not a part of the set-up time.
	


7. ACCOMODATION
· Number of travel group
	7.1 Our group is 25 persons
	


· Hotel

	7.2 6 single rooms
	

	7.3 7 double rooms
	

	7.4 Special request to book for the Artistic Director and his family (5 pers. All together) 2-rooms suite with kitchen.
	

	Safe and paid parking place for Minibus and trailer
	


· Dressing-rooms
	7.5 3 rooms for 4 pers. Each
	

	7.6 1 room for 3 pers.
	

	7.7 Room for technicians (4 pers.)
	

	7.8 Sewing-machine, iron, laundry, shower
	


8. PERFORMANCE TRANSLATION

	8.1 Previous translation of the texts of the show.
	

	8.3 meeting with the translator on arriving to discuss all the texts.
	

	8.4 Possibility to record the phonogram with adult actor
	

	8.5 Possibility to use professional sound recording studio
	


· The phonogram recording should proceed with Formalny’s staff on arriving

· The other texts can be translated by simultaneous translation. Texts for the translation will be send by Formalny staff.
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